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Crossbeam powder coated
in RAL 2009 "Traffic orange"

Posts powder coated
in RAL 4010 "Telemagenta"
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"Spezialschaukel Semec-III"
posts made of stainless steel
Order-No.: SK-180528-91-F



- maximale freie Fallhöhe:
    230 cm

- empfohlener Untergrund:
  - Deutschland: mindestens Rasen
  - Europa: 40 cm Fallschutzkies 2/8 mm
Grobsand, Holzfasern oder
Kunststoffe mit HIC- Prüfung

)* Fallraum nach EN 1176:

-280x946cm bei bündig abschließenden
 stoßdämpfenden Böden (üblicherweise 
 loses Schüttmaterial)

-280x846cm bei bündig abschließenden 
 stoßdämpfenden Böden (üblicherweise
 synthetischer Belag)

- in Schaukelrichtung dürfen auch 
  über den Fallschutzbereich hinaus
  keine scharfen Kanten etc. auf
  dem Untergrund vorhanden sein.

- maximum free fall height: 230 cm

- essential protective area
  (DIN EN 1176):  134 m²

- recommended ground surface:
  40cm of 2/8mm pea gravel
  for fall protection, coarse sand,
  wood chips or HIC- tested synthetics.

)* Protective area according to EN 1176:
  
  - 280x946cm when built in natural shock 
    absorbing ground (usually loose fill)

  - 280x846cm when built in solid shock 
    absorbing ground (usually synthetic coating)
     - no obstacles in swing direction
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