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M 1:100

Scale 1:100

- maximale freie Fallhöhe: 100 cm

- empfohlener Untergrund:
   mindestens Oberboden !

- maximum free fall height: 100 cm

- recommended ground surface:
  minimum sub-soil, better: grass
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M 1:100
- Posts 1 to 10:
  each 80x80x60 cm look at detail a2.1)

- Rope:
  each 40x40x40 cm look at detail d)

Foundation: In-situ concrete C25/30

Place concretions with slats for concreting.
The number on the rope indicates the position between
two posts counted from the top.
Eg: The 2nd rope from the top between posts 3 and 4
-> 3-4-2

Crossing ropes have to be tighten by cuting chain
until they don't touch each other.

- Pfosten 1 bis 10:
  je 80x80x60 cm siehe Detail a2.1)

- Seil:
  je 40x40x40 cm siehe Detail d)

Fundamentierung: Ortbeton C25/30
Zum Betonieren Pfosten mit Latten aufstellen.
Die Nummer am Seil gibt die Position zwischen
zwei Pfosten von oben gezählt an.

Z.B.: Das 2. Seil von oben zwischen Pfosten 3 und 4
         3-4-2

Alle sich kreuzenden Seile müssen so straff
eingebaut/gekürzt werden,
dass sie nicht aufeinander scheuern.
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Untergrund

Ortbeton C25/30
40 x 40 x40 cm

Spielebene
am Pfosten markiert

Fundamentdetail Netz/ Seil d)
 M 1:25
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Fallschutz

Untergrund

Ortbeton C25/30
80x80x60 cm

Spielebene
am Pfosten markiert

Fundamentdetail Pfosten a2.1-E)
 M 1:25
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Fall protection

Subsoil

In-situ concrete C25/30
80x80x60 cm

Playing surface
marked on posts

Foundament detail post a2.1-E)
 M 1:25
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Fall protection

Subsoil

In-situ concrete C25/30
40 x 40 x40 cm

Playing surface
marked on posts

Foundation detail - net/ rope d)
 Scale 1:25
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